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Cost of Tender Form :- Rs. 1000/- Earnest Money :-Rs. 16,200/-

Date of Receipt :- 15-06-2017 upto 01.00 PM Date of Opening :- 15-06-2017 at 03.30 PM
Time period for Completion of work:- One Month

‘G’ SCHEDULE

:g’ DESCRIPTION Qty. | UNIT | RATE | AMOUNT
Providing and fixing wall paneling using soft wood frame of size
50x25 mm @ 600 mm c/c in both directions duly treated with
1 | antitermite treatment making grooves painting of grooves | 230.65 | Sgm | 1798.00 | 414708.70
specifications and drawing using : 12 mm thick one side
laminated board practical board (Phenol bonded)

Providing and Fixing 15 mm thick densified tegular edged eco
friendly light weight calcium silicate false ceiling tiles of
approved texture of size 595 x 595 mm in true horizontal level,
suspended on inter locking metal grid of hot dipped galvanised
steel sections (galvanising @ 120 grams per sqm including both
side) consisting of main “T” runner suitably spaced at joints to get
required length and of size 24x38 mm made from 0.33 mm thick
(minimum) sheet, spaced 1200 mm centre to centre, and cross “T”
of size 24x28 mm made out of 0.33 mm (Minimum) sheet, 1200
mm long spaced between main’T” at 600 mm centre to centre to
form a grid of 1200x600 mm and secondary cross ‘T’ of length
600 mm and size 24 x28 mm made of 0.33 mm thick (Minimum)
sheet to be inter locked at middle of the 1200x 600 mm panel to
from grid of size 600x600 mm, resting on periphery walls
/partitions on a Perimeter wall angle pre-coated steel of
size(24x24X3000 mm made of 0.40 mm thick (minimum) sheet
with the help of rawl plugs at 450 mm centre to centre with 25
mm long dry wall screws @ 230 mm interval and laying 15 mm
2 | thick densified edges calicum silicate ceiling tiles of approved | 210.75 | Sqm | 1497.90 | 315682.43
texture in the grid, including, cutting/ making opening®“for
services like diffusers, grills, light fittings, fixtures, smoke
detectors etc., wherever required. Main ‘T" runners to be
suspended from ceiling using G.I. slotted cleats of size 25x35x1.6
mm fixed to ceiling with 12.5 mm dia and 50 mm long dash
fasteners, 4 mm G.I. adjustable rods with galvanised steel level
clips of size 85 x 30 x 0.8 mm, spaced at 1200 mm centre to
centre along main “T’, bottom exposed with 24 mm of all
Tsections shall be pre-painted with polyster baked paint, for all
heights, as per specifications, drawings and as directed by
Engineer-in-Charge.

Note :- Only calcium silicate false ceiling area will be measured
from wall to wall. No deduction shall be made for exposed
frames/ opening (cut outs) having area less than 0.30 sqm.The
calcium silicate ceiling tile shall have NRC value of 0.50
(Minimum), light reflection > 85%, non- combustible as per B.S.
476 part 1V, 100% humidity resistance and also having thermal
conductivity <0.043 w/mK.

Supplying and drawing FR PVC insulated & unsheathed flexible
3 | copper conductor ISI marked (IS:694) of 1.1 kV grade and | 75.00 Mitr 48.04 3602.81
approved make in existing surface or recessed conduit/casing
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capping including making connections etc. as required.
2x 2.5 sq. mm. + 1x1.5sqmm

P & F of IP20 LED ceiling / recessed / suspended mounting light
fixture made from CRCA sheet steel housing, high purity /
transmisivity diffuser for uniform light distribution. High
efficiency driver electronics having efficiency > 85% and in
compliance to IEC standards (Integral with light fixture). Power
Consumption of 40W / 50W / 60W ~ 3000/3300/4200 lumens,
4 | System lumen efficacy of 70 - 80 Im/Watt output suitable for | 12.00 | Each | 6250.00 | 75000.00
2x36WFTL / 2x36W CFL / 3x36W CFL light fixtures, life time
of 50,000 burning hours with 70% initial lumens maintained.
CCT 3000°K, 4000°K & 6000°K. Fixtures shall be CE
compliance.

Recessed Mounting
36W LED light fixture 2'x2' with acrylic / prismatic front cover.

Total | 808993.94

Note- Please quote rates in BOQ online only.

S A K e

Estate Officer Signature of the contractor
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10.

-: GENERAL CONDITION OF CONTRACT:-
All works, proposed for execution by contract, will be notified in a form of invitation to
tender pasted on public places and on a board hung up in the office of the Estate officer,
MGS University, Bikaner.
The form of invitation to tender will state the work to be carried out, as well as the date of
submitting and opening of tenders and the time allowed for carrying out the work, also
the amount of Earnest Money to be deposited with the tender and the percentage, if any,
to drawings and estimated rates/scheduled rates and any other documents required in
connection with the work shall be open for inspection by the contractor at the officer of
the Estate officer, MGS University, Bikaner.
In the event of the Tender being submitted by a firm, it must be signed separately by each
partner, thereof, or in the event of the absence of any partner, it must be signed on his
behalf, by a person holding a power of attorney, authorizing him to do so. Such power of
attorney will be submitted with the tender and it must disclose that the firm is duly
registered under the Indian Partnership Act, by submitting the copy of registration
certificate.
As regards Earnest Money the contractor shall submit Bank Draft in favour the
Comptroller of Maharaja Ganga Singh University, Bikaner.
Receipts for payments, made on account of a work when executed, by a firm must also be
signed by the several partners, except where the contractors are described in their tender
as a firm, in which case the receipts must be signed in the name of the firm by on the
partners or by some other person having authority to give effectual receipts for firm.
Any person, who submits percentage rate tender, shall fill up the usual printed form
stating at how much percent above or below the rates specified in Schedule-G, he is
willing to undertake the work.
Only one rate of percentage, more or less, on all the estimated rates/scheduled rates shall
be mentioned. Tenders, which propose any alteration in the work, specified in the said
form of invitation to tender, or in the time allowed for carrying out the work, or which
contain any other conditions of any sort, will be liable to rejection. No single tender shall
include more than one work, but contractors, who wish to tender for two or more works,
shall submit a separate tender for each work. Tenders shall have the name and number of
work, to which they refer written outside the envelope.
The committee committed for opening sealed envelopes of tender receipt & form will be
open the tenders in the presence of any contractor (s) or their authorized representatives
who may be present at the time, and will announce and enter the rates/amounts of all
tenders in the Register of Opening of Tenders. In the event of the tender being accepted, a
receipt for Earnest Money deposited shall be given to the contractor, who shall sign
copies of the specifications and other documents mentioned in Rulel. In the event of a
tender being rejected, the Earnest Money forwarded with such unaccepted tenders shall
be returned to the contractor making the same.
The Hon’ble Vice Chancellor of Maharaja Ganga Singh University, Bikaner shall have
the right of rejecting all or any of the tender without assigning any reason.
The receipt of an Accountant, Cashier or any other official, not authorized to receive such
amount, will not be considered as an acknowledgement of payment to the Managing
Director or other duly authorized Engineer.
If it is found that the tender is not submitted in proper manner or contains too many
corrections and or unreasonable rates or amounts, it would be open for the Estate Officer
not be consider the tender, forfeit the amount of earnest money and/or delist the
contractor.
The tenderer shall sign a declaration under the official Secrets Act for maintaining
secrecy of the tender documents, drawings or other records connected with the work
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given to him in form given below. The unsuccessful tenderers shall return all the
drawings given to them.

Declaration: -

11.

12

13.

14.

15.

16.

17.

18.

19.

“I/We hereby declare that I/we shall treat the tender documents, drawings and other

records connected with the work, as secret confidential documents and shall not

communicate information derived there from to any person other than a person to whom

I/We am/are authorized to communicated the same or use the information in any manner

prejudicial to the safety of the same.”

Any percentage rate tender containing item-wise rates, and any item rate tender

containing percentage rate below or above estimated/scheduled rates, will be summarily

rejected. However, if a tenderer voluntarily offers a rebate for payment within a stipulated
period, this may be considered.

On a acceptance of the tender, the name of the accredited representative (s) of the

contractor (with a photograph and signature attested), who would be responsible for

taking instructions from the Estate officer shall be communicated to the Estate officer.

Sales tax or any other tax on materials or Income tax in respect of the contract shall be

governed by Clause 36A, B, C and D of the conditions of contract. Deduction of Income

tax at source will be made as per provisions of the Income tax Act, in force from time to
time.

The tender to work shall not be witnessed by contractor or contractors who

himself/themselves has/have tendered or who may and has/have tendered for the same

work. Failure to observe the secrecy of the tenders will render tenders of the contractors,
tendering as well as witnessing the tender liable to summary rejection.

If on check, there are differences between the rate quoted by the contractor in words and

figures or in the amount worked out by him, the following procedure shall be followed.

(1) Where there is a difference between the rates in figures and words lower of the
two rates shall be taken as valid and correct rate.

(ii)  When the rate quoted by the contractor in figures and in words tallies, but the
amount is not worked out correctly, the rate quoted by the contractor shall be
taken as correct and not the amount worked out.

(iii)  While quoting rates, if rate/rates against any item or items are found to be omitted,
the rate given in the schedule ‘G’ by the department for such items will be taken
into account while preparing comparative statement and contractor shall be bound
to execute such item on ‘G’ Schedule rates.

(iv)  In case where percentage is given but the ‘above’ or ‘below’ not scored the tender
will be non-responsive.

The Contractor shall comply with the provisions of the Apprenticeship Act 1961 and the
rules and orders issued, there under form time to time. If he fails to do so, his failure will
be a breach of the contract and the original sanctioning authority in his discretion may
cancel the contract. The Contractor shall also be liable for any pecuniary liability arising
on account of violations by him of the provisions of the Act.
The Contractor shall read the specifications and study the working drawings carefully
before submitting the tender.
The site for execution of the work will be made available as soon as the work is awarded
in case, it is not possible for the Department to make the entire site available on the award
of the work, the contractor shall arrange his working programme accordingly No claim,
whatsoever, for not giving the site in full on award of the work or for giving the site
gradually in parts will be tenable. The contractor may satisfy himself regarding site,
acquisition of land, approach roads etc.

The tender documents show already the specific terms and conditions on which tenders

are required by the Government. Hence, all tenders should be in strict conformity with the

tender documents and should be fulfilled in, wherever necessary, and initiated.
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20.

2,

22

23.

24.

25.

26.

27.

Incomplete tenders are liable to be rejected. The terms and conditions of the tender
documents are firm, as such conditional tenders are liable to be rejected.
The tenderer, while submitting tender, must provide adequate information regarding his
financial, technical and organizational capacity and working experience to execute the
work of the nature and magnitude. The tenderer firm should be registered/enlisted in
appropriate category or higher as per PWF & AR. The copy of registration is to be
enclosed. Un-registered contractor will not be allowed.
The Estate Officer reserves the right to ask for submission of samples as in respect of
materials for which the tenderer has quoted his rates before the tender can be considered
for acceptance. If the tenderer, who is called upon to do so, does not submit within seven
days of written order to do so, the Estate officer shall be at liberty to forfeit the said
earnest money absolutely.
The contractor should quote his rates only in one language i.e. either in Hindi or English.
Rates should be quoted in figures as well as in words. In case a contractor has quoted
rates in bother the languages and the rates so quoted differ then the lower of the two shall
be treated as the rate quoted by the Contractor.
All additions, deletions, corrections and overwriting must be serially numbered and
attested by the contractor at every page, so also by the officer opening the tenders, so as
to make further disputes impossible on this score.
After acceptance of the tender, the Contractor or all partners (in the case of partnership
firm), will append photographs and signatures duly attested, at the time of execution of
Agreement.
If any contractor, who having submitted a tender does not execute the agreement or start
the work or does not complete the work and the work has to be put to retendering, he
shall stand debarred from participating in such retendering in addition to forfeiture of
Earnest Money Security Deposit and other action under agreement.
(a) If a tenderer reduces the rates voluntarily after opening of the
tenders/negotiations, his offer shall stand cancelled automatically, his earnest
money shall be forfeited and action for debarring him from business shall be taken
as per enlistment rules.
(b)  If a non-tenderer offers lower rates after opening of tenders action for debarring
him from business shall be taken as per enlistment rules.
Contractor shall submit unconditional tenders. Conditional tenders are liable to be
rejected summarily.

\’< \)\cl @J*{]:‘-)

Signature of the contractor Estate Officer

MGSU, Bikaner
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14.

15.

16.

17.

18.

(a)

19.

20.

Z1.

-: SPECIAL CONDTION OF CONTRACT:-
Conditional tender is liable to be rejected.
The work shall be carried out in accordance with detailed PWD specification for building
& as per relevant I.S. Codes.
All taxes are to be paid by the contractor.
The deduction of Income Tax, Sales Tax at source, Workers, Welfare Cess Act. 1996 &
other any tax will be made from the contractor’s bill as per Govt. notification amended
from time to time & amended time to time.
The payment of final bill will be paid only after submitting the No dues certificates from
Mining Deptt. by the contractor.
The Contractor shall follow the contract labour/ regulation and abolition / Act 1970 and
rules 1971 & amended time to time.
The contractor shall not work after the sunset and before sunrise without specific
permission of the competent Estate Officer.
Water suitable for Building Construction work and Electricity required shall have to be
arranged by the contractor himself at his own cost.
All the building material should confirm to standard PWD specification,. Sanitary, Water
Supply, Fitting, Paint, Electric Fittings, C.P. Fitting PVS Tank etc. should be ISI first
quality and ISI marked & be got approved by Estate officer before use.
Proper arrangement for welfare of the workers, Insurance of the workers, safety of
material against theft and fire etc. shall be the responsibility of Contractor.
Work Insurance is must; the contractor shall have to submit the proper insurance of the
workers. In absence of insurance corporation shall got it done through the insurance
agency and amount of premium shall be recovered from the contractor. The contractor
shall submit labour license from labour department & shall have to registered in the PF
Department before start of work.
The RCC work shall be executed by proper weigh batcher and concrete mixer with
hopper & mortar mixing should be done by mixer.
There is no provision of price adjustment / escalation.
The Kolayat’s sand having gradation as per ISI code is to be used for all types of concrete
works.
The contractor will arrange for curing with pressure pipe and proper arrangement of
Electric / Lubricant Motor Pump.
If there is any mistake in Nomenclature / Rate in any Item of Schedule ‘G’ same would
be corrected as per PWD Bikaner Circle BSR 2013, CPWD BSR 2016 and amended till
date.
The contractor will have get report from the Govt. Eng. College, Bikaner of checking of
quality of material and to ensure the work done by him as per specification by the Estate
officer.
The Contractor shall supply following skilled person at site field lab for checking of
quality of material at all times at his own cost.
For Testing of Material - Testing Officer with helper
The Necessary test shall be got done from approved lab for which cost of test including
transportation shall be born by the Contractor at his own cost & whose records shall
maintained by him.
The contractor shall furnish his programmer of construction for execution of the work
within the stipulated time of schedule and obtained the approval of the Estate Officer
prior to actual commencement of work.
Any Material not confirming to the specification collected at site shall have to be
removed by the Contractor as the instruction issued by the Estate Officer to writing,
failing which, such material shall be removed by the department at risk and cost of the
contractor.
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27.

28.

29.

30.

For brick work the first quality brick of class designation 100 shall be used.

For any condition, if there is any contradiction in special condition & general condition,
then special condition shall supersede the general condition.

Defect liability period for civil work shall be 3 year reckoned from the date of actual
completion of the Building works

Generally, following defects are covered for 3 years D.L.P.

Surface cracks on RCC work.

a. Cracks in masonry, walls, pillars, etc

b. Dampness appeared on surface of wall ceiling, floors etc.

C. De-laminations and unevenness of surface.

d. Leakage, cracks in drainage system, dampness in sunk portions.

Defects in paint work, distempering, white-wash etc. for example, unevenness in shade,
pealing out, flakes on the surface etc.

Cracks, settlement, unevenness, opening of joints in floorings.

Doors, Windows and ventilators opening and closing are not smooth fitting & fixtures are
not functioning smoothly.

Leakage / chocking in pipelines, taps, valves, showers, wash basin, etc. sanitary ware
fittings not functioning smoothly.

External services for storm water, sewerage, rain water harvesting system not functioning
properly.

In addition to the above, any defects identified by the user and / or Estate officer shall be
rectified within notified period assigned by the Estate officer.

Repair and Replacement: The items covered under defect liability period shall be replaced
and / or repaired as directed by the Estate officer.

Time period for repair / replacement: The Estate officer soon after defect arises shall
notify to him and / or his authorized representative on phone and in writing for
rectification of the defects within the prescribed period which may be in hours / days and
depends on the gravity and severity of defect.

The work shall be maintained at their own cost for 3 years (DLP) from the date of
completion of work as per the clause in the agreement. No extra payment shall be made
on account or replaced / repaired of defects during defect liability period.

The contractor shall arrange to provide office at his own cost with Tables, Chairs, Steel
Almirah, Sufficient number of display board etc. Fully furnished officer accommodation
within 15 days from the date of commencement of work as per requirements / direction of
the Estate officer.

All contractors with corporation shall require registration of works under the Building &
other Construction work (Regulation of Employment & Conditions of Services) Act
1995, and extension of benefit to such workers under the Act.

PWD Circular No. CE/PWD/D&T/Cir./D-140 Dated 20-09-2016 will be applicable.

W dedTon

Signature of Tendering Contractor Estate Officer
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Rate Analysis
Sr. Particulars As Per G Schedule As per Rate Analysis
No. as per market
Amount Amount
808993.94 808993.94
As Per Market Rate
Difference Amount
808993.94
{-} 808993.94
0.00
Rate 0.00

x100=  0.000 % Below 'G' Schedule
808993.94 il e g\-j’:;q

Estate Officer
Maharaja Ganga Singh University,
Bikaner




